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Drilled & Tapped (3 places)
for 1/4-20 FHMS

Drill thru & CS (3 places)
Clearance for 1/4-20 FHMS

1/4" Steel plate

1" Thru
Clearance for fastener
by others.

5" Schedule 40
Steel pipe
(0.D.=5.563")

1/2" thru

Clearance for fasteners
by others.

(6 places)
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THIS DRAWING IS AN INSTRUMENT OF PROFESSIONAL SERVICE
AND SHALL REMAIN THE PROPERTY OF ARCHITECTURAL IRON
COMPANY WHETHER THE PROJECT FOR WHICH IT IS PREPARED IS
EXECUTED OR NOT. NO CHANGES, ALTERATIONS, ADDITIONS, OR
DELETIONS MAY BE MADE EXCEPT BY ARCHITECTURAL IRON
COMPANY. THIS DRAWING SHALL NOT BE REPRODUCED BY
ANYONE ON OTHER PROJECTS, FOR ADDITIONS TO THIS PROJECT,

OR FOR COMPLETION OF THIS PROJECT BY OTHERS WITHOUT
WRITTTEN CONSENT.

This drawing is available in AutoCad format.

Material used is cast iron
unless otherwise specified.

Due to the casting process actual
measurements may vary slightly.
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